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COMMERCIAL DOWNLIGHT

OVERVIEW

TECHNICAL SPECIFICATIONS

DEEP FIXED DOWNLIGHT

PEARL

FEATURES
• Aluminium body
• Powder coated finish
• Matt aluminium reflector
• High efficiency COB LED
• Trailing edge dimmable driver included, pre-wired
• Select colour temperature with DIP switch
• LED lifespan: 50000 Hours @L70, Ta 25°C
• Ta: -20°C to +45°C

DIMENSION

GDL961/2/3/4/5
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GDL961 TC WH 230 10 750/850/800 3000/4000/5700 >90 <21 60 115 X 67 90 White 30
GDL962 TC WH 230 13 900/1100/1000 3000/4000/5700 >90 <21 60 145 X 73 120 White 24
GDL963 TC WH 230 18 1600/1800/1700 3000/4000/5700 >90 <19 60 170 X 86 140 White 24
GDL964 TC WH 230 25 2300/2550/2400 3000/4000/5700 >90 <19 60 190 X 90 160 White 12
GDL965 TC WH 230 35 3100/3500/3300 3000/4000/5700 >90 <19 60 235 X 100 200 White 12

Ø

H

Select colour temperature 
With DIP switch

DIP SWITCH

OPTIONS
• DIMMING:
   -Analogue dimming (1~10V)
   -Digital dimming (DSI, DALI)


